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Ultra Plus UVP is one of our most reputable ink 
systems. Some of the UVP ingredients, however, are 
now being switched to new, state-of-the-art raw 
materials.  

This results in a minimal change in viscosity, with the 

positive effect that thinning the ink is no longer 

necessary.  

Extensive tests have shown very good edge sharpness 

and an improvement in the mirror effect. In this 

context, the drying parameters needed to be adjusted.  

These can be found in the Technical Data Sheet of 

Mara® Chrome MC. 

 

For further information on Mara® Chrome MC please 

refer to www.marabu-inks.com 

 

 
 

Date of Change-over 
This change becomes effective starting with batch 344 

(immediately). The change can be identified by the 

additional label: 

„Attention: Modified Formula“ 

 
In the event of any queries, please 
contact:  
 
Technical Hotline  
Phone: +49 7141 691140, 
technical.hotline@marabu.com 

 
 
 
 

PRODUCT 
INFO 
 

Mara® Chrome MC  
 
 

Modified Formulation starting with Batch 344 

Rezeptur ab Wochencode 331 

 

Die chemische Industrie ist eine der innovativsten Branchen; deshalb wird unser bewährtes Farbsystem 

Ultra Plus UVP  ab sofort umgestellt auf eine neue Rezeptur auf Basis modernster Rohstoffe.  

 

 
 
 
Mara® Chrome MC has proven itself as a mirror 
silver effect for various applications. Due to a 
process change in manufacturing, the formulation 
had to be slightly adapted. 
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